L.A.W. ROCKET SYSTEM 


66MM LIGHT ANTITANK WEAPON 
OPERATION MANUAL 



M72A1 .M72A2WITH COUPLER. 
M72A3 AND PRACTICE ROCKET 
LAUNCHER M190 WITH M73 
PRACTICE ROCKET. 


INTRODUCTION 


SECTION I SERVICE UPON RECEIPT OF MATERIEL 

II CARRYING POSITION 

III BACK BLAST DANGER ZONES 

IV PREPARATION FOR FIRING 

V FIRING POSITIONS 






OPERATIONS OF THE 66-MM LIGHT ANTITANK WEAPON (LAW) SYSTEM 
M72A1, M72A2 WITH COUPLER, M72A3 AND PRACTICE ROCKET 
LAUNCHER MI90 WITH M73 PRACTICE ROCKET. 


S ARE IDENTICAL 
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FOLLOWING APPLIES TO TACTICAL AND PRACTICE WEAPONS 

^HEEK-EACH WEAPON SYSTEM ™ 


CRACKED TUBE 
DENTED PARTS 
MISSING PARTS 
LOOSE PARTS 


FRAYED SLING 

LOOSE OR BENT REAR HOOK 

LOOSE OR DAMAGED SAFETY MECHANISMS 

BLURRED OR INCORRECT NOMENCLATURE 



WARNING 

DO NOT EXTEND LAUNCHER UNTIL READY FOR USE. 





FOR TACTICAL WEAPONS ONLY. 


IF TIME PERMITS 


IF SO DAMAGED \ 

TAPE DAMAGED IGNITERS TO >. 

PREVENT LOSS OF IGNITION ' 

MATERIAL. REPLACE SLING ASSEMBLY. V 
CLOSE REAR COVER AND REPLACE ^ 
PULL PIN. 



CARRYING 

POSITION 


TO CARRY 

SLING OVER SHOULDER 


WARNING 

DO NOT CARRY WEAPON IN EXTENDED 
POSITION. 




V 7 -7 


ID PREPARATION FOR FIRING 

All weapons 


o 


•Mowing Stopi An 
tod At Tho Firing Point. 



e 



REMOVE PULL PIN 


SLING ASSY^ 




























































CHAPTER 3 
MAINTENANCE 



OPERATOR MAINTENANCE 


UNUSUAL CONDITIONS 

PROTECT LAW FROM MOISTURE. 
SNOW, SLEET CLEAN AS REQUIR 












EXERCISE CARE IN RETURN 
OF USED LAUNCHERS AS THEY 
WILL BE REWORKED INTO 
THE PRACTICE WEAPON SYSTEM 








